
Gusseted Covers:	 To	calculate	bag	dimensions:
	 •	Bag	Width	=	Pallet	Length	+2”
	 •	Bag	Gusset	=	Pallet	Width	+2”
	 •	Bag	Length	=	1/2	Pallet	Width	+	Pallet	Height	+	3”

	 For	Example,	to	calculate	the	correct	bag	size	for	the	illustrated	pallet,		
	 at	right:
	 •	Bag	Width	=	74”	(Pallet	Length)	+2”	=	76”
	 •	Bag	Gusset	=	42”	(Pallet	Width)	+2”	=	44”
	 •	Bag	Length	=	21”	(1/2	Pallet	Width)	+	47”	(Pallet	Height)	+3”	=	71”

	 To	calculate	bag	weight	(per	thousand):
	 (Width	+	Gusset)	x	Length	x	Gauge	÷	15	(15	is	a	constant)	
	 For	Example,	to	calculate	the	correct	bag	weight	for	a	4	mil	bag:
	 120”	(width	+	gusset)	x	71”	(length)	x	4	(gauge)	÷	15	=	2272	#/M	bags

side seal Covers:	 To	calculate	bag	dimensions:
	 •	Bag	Width	=	Pallet	Length	+	Pallet	Width	+	4”
	 •	Bag	Length	=	1/2	Pallet	Width	+	Pallet	Height	+	3”

For	Example,	to	calculate	the	correct	bag	size	for	the		
illustrated	pallet,	at	left:
•		Bag	Width	=	74”	(Pallet	Length)		
	 +	42”	(Pallet	Width)	+	4”	=	120”
•		Bag	Length	=	21”	(1/2	Pallet	Width)		
	 +	47”	(Pallet	Height)	+	3”	=	71”

To	calculate	bag	weight	(per	thousand):
Width	x	Length	x	Gauge	÷	15	(15	is	a	constant)
For	example,	to	calculate	the	correct	bag	weight	for	a	4	mil	bag:
120”	(width)	x	71”	(length)	x	4	(gauge)	÷	15	=	2272	#/M	bags
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The	information	contained	herein	is	based	upon	data	believed	to	be	reliable	and	relates	only	to	the	matters	specifically	contained	herein.	Although	such	information	is,	to	the	best	
of	our	knowledge	and	belief,	accurate	and	reliable	as	of	the	date	hereof,	no	representation,	warranty	(express	or	implied,	or	merchantability,	fitness	or	otherwise),	or	guarantee	
is	made	as	to	the	suitability,	accuracy,	reliability	or	completeness	of	the	information.	It	is	the	user’s	responsibility	to	satisfy	itself	as	to	the	suitability,	accuracy,	reliability	and	
completeness	of	such	information	for	its	particular	use.	There	is	no	warranty	against	patent	infringement	and	General	Films	not	be	liable	for	any	loss,	damage,	or	injury	that	may	
occur	from	the	use	of	this	information.	No	statement	herein	shall	be	construed	as	an	endorsement	of	any	product	or	process.
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